DOUBLE-PISTON QUARTER TURN ACTUATORS Design SAD / SAF
TYPE SAD / SAF BR03 90° clze 0
A (double-acting) 138
Al (single-acting) 138
Size 10
B 96
Weight [kg] @ 94,5
D 20
Type SAD 1,8 E 495
Type SAF 1,9 E 51
Strok | dms3 G 20
roke voiume m
[dm?] H 40
Type SAD 0,3 K 64
L 26
Operating times [sec.] ¥ oM 74
N 80
Type SAD OPEN 0,1 o) 12
Type SAD  CLOSE| 0,1 op 20
SW 12
2) -
Type SAF OPEN 0,1 ] 1) operating times at 4,5 bar air pressure Connection FO5
supply without load (standard values) ISO 5211
Type SAF? CLOSE | 0,1
2) Type SAF with 9 springs ad, 35
D dj 50
SEiiA d4X h3 M6x10
number tgrquge air torque Ma [Nm] at operating pressure pe [bar] Number of 4
Type of screws
SPrings | ms [Nm] 2 bar 2,5 bar 3 bar 3,5 bar 4 bar 4.5 bar 5 bar 5,5 bar 6 bar 6,5 bar 7 bar 7,5 bar 8 bar hs 3
n
MIN [MAX| MiN [ mMAax [ min [max | min [max | min [max] min [mMax] min [max ] min [max | min [max | min [max [ min [max | min [max] min (max] min [ max I3 16
SAD 10 - - 10 13 16 19 22 25 27 30 33 36 39 42 45 s 14
4 39 65|35 |61 |65|91]|095 [121]125[151]155(18,1185|21,120,5 (231|235 |26,1]265|29,129,5|32,1(32,5(35,1]35,5(38,1|38,5|41,1 AMG-PESCH
5 49 |81 |19 |51 |49|81]79|111]109(14,1|139|17,1]|16,9|20,1]18,9(22,1|21,9|25,1|24,9|28,1]27,9(31,1|30,9|34,1|33,9|37,1|36,9 40,1
6 59 98|03 |42 |33|72]63][102]93 [132]12,3[16,2]153|19,2|17,3|21,2]|20,3|24,2|23,3(27,2|26,3(30,2(29,3(33,2]|32,3(36,2]353]39,2
7 6,8 11,4 16 | 62|46 |92 |76 |122|106|152]136[182]156|20,2|18,6(23,2 21,6 |26,2|24,6|29,2(27,6|32,2|30,6|352]336 |38,2
8 7.8 |13,0 30 (82|60 [11,2] 9,0 |142]12,0(17,2]|14,0 (19,2 17,0 (22,2 | 20,0 | 25,2 |23,0|28,2]26,0(31,2|29,0|34,232,0 37,2 » ERIKS coroony
SAF 10 9 8,8 |14,6 14 |72 | 44 (102 7,4 [13,2|10,4 |16,2|12,4 |18,2 15,4 [21,2 | 18,4 | 24,2 | 21,4 |27,2 24,4 |30,2| 27,4 (33,2 30,4 | 36,2 AMG-PESCH GmbH
10 9,8 16,3 28 |93]58 |123] 88 |153|10,8 [17,3]13,8|20,3 | 16,8 23,3 |19,8|26,3|22,8(29,3]|25,8(32,3]| 28,8 35,3 Adam-Riese-Stralte 1
D - 50996 Cologne
11 10,7 | 17,9 11|83 |41 (11,3 7.1 {143 91 |16,3]12,1|19,3|15,1 [22,3|18,1 (253 21,1 (28,3]|24,1|31,3]|27,1|34,3 Tel.-+49.(0) 22 36 - 89 16 - 0
12 11,7 [19,5 2,5 (10,3 5,5 |13,3| 7,5 [15,3]10,5 18,3 | 13,5 |21,3 | 16,5 [24,3|19,5 [27,3|22,5(|30,3 25,5 | 33,3 Fax:+49-(0) 22 36 - 89 16 - 56
- - info@amg-pesch.com
SpECIa| version www.amg-pesch.com
13 12,7 | 21,1 39 |12,3]| 59 [14,3| 89 |17,3]|11,9|20,3|14,9]|23,3]|17,9(|26,3]|20,9|29,3 23,9 | 32,3
14 13,7 | 22,8 23 |114]| 43 (13,4 7.3 |16,4]|10,3|19,4 |13,3|22,4]|16,3|25,4|19,3|28,4| 22,3 | 31,4

SUBJECT TO TECHNICAL MODIFICATION MB SAD / SAF 90 /2012 /EN /01



